
For sources that are subject to NSPS opacity standards shall be determined by 
conducting observations in accordance with 40 CFR 60.11(b) and 40 CFR 60, Appendix 
A, Method 9. 

11. The following consumption limit shall not be exceeded: 

50,000 barrels of fuel oil consumed per calendar year in the auxiliary boilers. 

To determine compliance with this annual limit, the owner/operator shall calculate a 
total by the January 20th of each year using data from the previous 12 months (ending 
with December 31). Records of consumption shall be kept for all periods when the 
auxiliary boilers are in operation. Consumption shall be determined by fuel oil totalizer 
records. The records of consumption shall be kept on a monthly basis. 

12. Annual emissions from the entire plant shall not exceed the following amounts: 

CO 	 1989.60* tons per rolling12-month period 

* Emission factors for CO shall be derived from the most recent EPA's Compilation of 
Air Pollutant Emission Factors (AP-42), industry specific published emission factors 
(such as Electric Power Research Institute, Edison Electric Institute), fuel analysis, IPSC 
own testing, and acceptable engineering judgment as appropriate. 

13. Emergency generators shall be used for electricity producing operation only during the 
periods when regular electric power supply is interrupted, except for routine engine 
maintenance and testing. Records documenting generator usage shall be kept in a log 
and shall show the date the generator was used, the duration in hours of generator usage, 
and the reason for each usage. 

14. The diesel driven fire pumps shall be operated on an emergency basis only, except for 
routine engine and fire system maintenance and testing. Records documenting diesel 
driven fire pump usage shall be kept in a log and shall show the date the diesel driven 
fire pump was used, the duration in hours of use, and the reason for each usage. 

Roads and Fugitive Dust 

15. IPSC shall abide by the latest fugitive dust control plan submitted to the Executive 
Secretary for control of all dust sources associated with the Intermountain Power 
Generation site. 

The haul road length, speed or any other parameter used to calculate emissions shall not 
be increased above the limits established in the fugitive dust control plan. Any haul road 
speeds established in the plan shall be posted. 

16. The facility shall abide by all applicable requirements of R307-205 for Fugitive 
Emission and Fugitive Dust sources. 
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